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m
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SAC120
Single cylinder hand truck 
with retractable stand 120 kg

Modèle SAC120-RG SAC120-RSB SAC120-RSN SAC120-RINC
Load capacity kg 120 120 120 120
Cylinder max. diameter mm Ø 250 Ø 250 Ø 250 Ø 250
Dimensions unfolded (L x D x H) mm 460 x 960 x 1000 460 x 960 x 1000 460 x 960 x 1000 460 x 960 x 1000
Dimensions folded (L x D x H) mm 460 x 430 x 1190 460 x 430 x 1190 460 x 430 x 1190 460 x 430 x 1190
Nose-plate dimensions (L x D) mm 300 x 280 300 x 280 300 x 280 300 x 280

Type of wheel tires pneumatic non-marking silent 
blue elastic rubber

silent black elastic 
rubber

non-marking silent 
puncture-proof foam

Type of wheel hub high density PP polyamide 6 polyamide 6 high density PP
Type of bearings double sealed ball bearing double sealed ball bearing double sealed ball bearing double sealed ball bearing
Wheels mm Ø 260 Ø 250 Ø 250 Ø 260
Weight kg 18 18 18 18

SCRATCH-RESISTANT 
HAMMERED FINISH

DOUBLE SEALED BALL 
BEARINGS

rg
High-quality 

pneumatic wheel 
with high density 

PP body

rsb
High-quality 

non-marking silent 
blue elastic 

rubber wheel

rsn
High-quality 

silent 
black elastic

rubber wheel

rinc
High-quality

puncture-proof 
non-marking silent 

foam wheel


MODELS

AVAILABLE

→

FEATURES
• Suitable for a single cylinder up to Ø 250 mm
• Effortless and functional handling
• Excellent stability thanks to a double retractable stand
• Includes a securing chain

Ø 250 mm
cylinder

Chain 
to secure 

the cylinder
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